GENERAL NOTES

@ For underdrain details see Standard
Drawing 718—UNDR-O01.

Roll over algebraic difference in rate
of cross slope not exceed 8%

m Varies 1.2 m to 60 m 4.9 m 33 m
3.6 m Variable 1.2 m 3.0 m
min.
Grade as shown on profile
Slope 2% / Slope 27 4% max. to 2% min. Superelevation
& Wainh S“’Pe varies — 7 2% min. \ _—Slope 4%
]/ { k ainline pavement .,,z, Ramp pavement 777 61
ol \*Subbase as specified ]_QJ\Concrete shoulder

Subbase as specified
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@ Underdrain

SECTION A-A

Varies 06 m to 6.0 m

/ __——Slope 2% —~— —
SR I

Ramp superelevation |

as required
8% max. to 2%

min.

_~— Slope 2%
Mainline pavement *
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------------------- ‘ol \Subbase as specified

SECTION B-B

LEGEND
@ Pavement type and thickness as specified for the mainline
Pavement type and thickness as specified for ramps
(3) Longitudinal joint
@ Longitudinal construction joint

XXX Concrete shoulder (Thickness of mainline pavement)
P Z A Concrete shoulder (Thickness as specified on Typical Sections)

All dimensions are in mm unless otherwise specified.
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